
to-AOlH 933 
TECHNICAL 

LIBRARY AD 

TECHNICAL REPORT ARLCB-TR- 79002 

FEASIBILITY STUDY OF 105 MM M68 COMPOSITE BORE EVACUATOR 

G. D1Andrea 
R. Cullinan 
P. Croteau 

April 1979 

US ARMY ARMAMENT RESEARCH AND DEVELOPMENT COMMAND 
LARGE  CALIBER WEAPON  SYSTEMS  LABORATORY 

BEN^T  WEAPONS  LABORATORY 

WATERVLIET,   N.   Y.   12189 

AMCMS No,  6111019A0011 

DA Project No.   1L161101A91A 

PRON No.  GG825567GGM7 

DTIC QUALITY INSPECTED » 

APPROVED FOR^PUBLIC RELEASE;  DISTRIBUTION UNLIMITED 



DISCLAIMER 

The findings in this report are not to be construed as an official 

Department of the Army position unless so designated by other author- 

ized documents. 

The use of trade name(s) and/or manufacturer(s) does not consti- 

tute an official indorsement or approval. 

DISPOSITION 

Destroy this report when it is no longer needed. Do not return it 

to the originator. 



SECURITY CLASSIFICATION OF THIS PAGE (When Data Bnlertd) 

REPORT DOCUMENTATION PAGE READ INSTRUCTIONS 
BEFORE COMPLETING FORM 

1. REPORT NUMBER 

ARLCB-TR-79002 

2. GOVT  ACCESSION NO 3.    RECIPIENT'S CATALOG  NUMBER 

4.    TITLE CandSub«Me; 

FEASIBILITY STUDY OF 105MM M68 COMPOSITE 
BORE EVACUATOR 

5.    TYPE OF REPORT & PERIOD COVERED 

6.    PERFORMING ORG.  REPORT NUMBER 

7.    AUTHORfaJ 

G. D'Andrea 
R. Cullinan 
P. Croteau 

8. CONTRACT OR GRANT NUMBERfs) 

9. PERFORMING ORGANIZATION NAME AND ADDRESS 

Benet Weapons Laboratory 
Watervliet Arsenal, Watervliet, N.Y.  12189 
DRDAR-LCB-TL 

10. PROGRAM ELEMENT. PROJECT, TASK 
AREA & WORK UNIT NUMBERS 

AMCMS No. 6111019A0011 
DA Proj No. 1L161101A91A 
PRON No. GG825567GGM7 

11. CONTROLLING OFFICE NAME AND ADDRESS 12. REPORT DATE 

US Army Armament Research and Development Command 
Large Caliber Weapon Systems Laboratory 
Dover, New Jersey 07801 

April 1979 
13- NUMBER OF PAGES 

 30 
U.    MONITORING AGENCY NAME ft  ADDRESSfff dlltermt from Controlling OUica) 15.    SECURITY CLASS, (ol thla report) 

UNCLASSIFIED 
15«.    DECLASSIFI CATION/DOWN GRADING 

SCHEDULE 

16.    DISTRIBUTION STATEMENT fo/«ii» ReporO 

Approved for public release; distribution unlimited. 

17.    DISTRIBUTION STATEMENT (ot th» abstract sntaracf in Block 20, II dltlerenl from Report) 

18.    SUPPLEMENTARY NOTES 

19.    KEY WORDS fContinua on ravaraa alda If nacaaaary and Idantlly by block numbar) 

Bore Evacuator 
Composite Materials 
Fiberglass 
Filament Winding 

2C.    ABSTRACT fCaotfaua an ravaraa aftBa ft n^caaaary ami fdantlty by block numbar) 

The feasibility of fabricating a 105 MM M68 composite bore evacuator by 
the filament winding process has been demonstrated. Design and fabrication 
procedures for the manufacturing of this type of bore evacuator are presented 
in this report. 

DD   i JAM 73   1^73 EDITIOM OF > HOV 65 IS OBSOLETE 

SECURITY CLASStFtCATION OF THIS PAGE (Whan Data Entered) 



SECURITY CLASSIFICATION OF THIS PAOE(TWi«n Dmia Bnlmnd) 

SECURITY CLASSIFICATION OF THIS PAGEfWTion Data Entered) 



ACKNOWLEDGMENT 

The authors wish to express their appreciation to Mr. Robert A. 

Rokjer for his valuable assistance and suggestions in the preparation 

of the manufacturing drawings. 

Special thanks to Ms. Ellen Fogarty for the preparation of the 

manuscript. 



TABLE OF CONTENTS 
Page 

INTRODUCTION 1 

DESIGN 2 

FABRICATION 

Stage 1 7 

Stage 2 15 

Stage 3 19 

CONCLUSIONS 23 

REFERENCES 24 

LIST OF ILLUSTRATIONS 

1. Schematic of a Typical Transition Zone. 3 

2. 105 nun M68 Composite Bore Evacuator. 4 

3. Evacuator's End Domes and Mandrel. g 

4. Mandrel Body of Evacuator's End Domes. q 

5. Mandrel Assembly of Evacuator's End Domes. IQ 

6. Output from GEOD (End Domes, First Stage). ,2 

7. Winding Sequence (End Domes). 13 

8. Output from GEOD (End Domes, Second Stage). 14 

9. Output from GEOD (Cylindrical Body). ,< 

10. Evacuator's Cylinder Mandrel. 

11. Evacuator's Cylindrical Body and Mandrel. 

17 

18 

12. Bonding Assembly of Evacuator's End Domes and 
Cylindrical Body. 20 

ii 



Page 

13. Output from GEOD to Overwrap Bonded Bore Evacuator 21 

14. Finished 105 mm M68 Composite Bore Evacuator 22 

TABLES 

1. "TRNZNE" RESULTS 5 

2. LAP JOINT ANALYSIS 6 

1,11 



INTRODUCTION 

Rapid fire tank or closed-cab mounted guns (105 mm M68, 90 mm M41, 

76 mm M32, 120 mm M58, 155 mm M185) have a tendency to discharge 

propellant gases into the cab when the breech is opened to receive the 

next round. This reverse flow impairs the crew's sight as well as 

breathing. 

An effective measure used in the prevention of reverse flow is a 

bore evacuator. The evacuator is simply a gas reservoir that is 

attached to the gun tube. The operating principle is that when the 

pressure in the bore drops below that in the evacuator, which occurs 

after firing, the stored gas is drawn out toward the muzzle. The 

flow of gas from evacuator toward muzzle creates a partial vacuum into 

which clean air enters, thus flushing the bore and precluding reverse 

propellant gas flow into the gun compartment. Presently bore evacuators 

vary in weight from around 67 lbs (105 mm M68) to about 200 lbs (155 mm 

M185) and cost from $350 (105 mm M68) to about $800 (155 mm M185). 

Various machining, cutting and welding operations are performed in the 

fabrication of present bore evacuators. This report introduces a novel 

bore evacuator made of fiber glass/epoxy material which is expected to 

cut weight and cost by 67 and 50 percent respectively. 



DESIGN 

A typical bore evacuator consists of two axisymmetric transition 

zones as depicted in Figure 1. The composite concept consists of a 

cylindrical body bonded to two similar domes and reinforced by a 

filament wound overwrap (Figure 2). The procedures for tailoring the 

composite properties to a specific application are well understood. 

Computer programs "LAMCOMB", "TRNZNE", and "GEOD" described in Water- 

vliet Technical Report WVT-TR-74014 have been employed in the design 

and programming of the filament winding machine used in the actual 

fabrication of the 105 mm M68 composite bore evacuator. Table 1 

presents input and output of "TRNZNE", the composite elastic constants 

under input were obtained from "LAMCOMB". 

From Table 1 one can clearly see that the concept is safe when a 

maximum internal pressure of 500 psi is considered. 

Table 2 shows that for the max pressure the lap joint has a factor 

of safety 2. To this, additional safety is produced by the overwrap 

which will be discussed in the fabrication procedure. 
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TABLE 1.  TRNZNE RESULTS 

INPUT; 

a 
in. 

h 
in. 

L      E 
in   xlO6 psi 

V D        G 
xlO6 psi  xlO6 

K 

68% 

Y 

1 4.987 

2 3.46 

.25 

.376 

3     5.1 

.93    3.4 

.475 

.5 

,020   2.02 

,042   1.84 
30° 

♦OUTPUT: 

W 
xlO"1* 

0 
xlO"6 

M      Q 
xlO"1  xlO"1 

0c ^a aab     acb %. 

1 -.176 

2 -.103 

.397 

.015 

-.404  -.758 

.123   .728 

18 

10 

5.1 

0 

± 3.87  ± 

±  .5   ± 

1.83 

.25 

20 

10 

a = axial; b = bending; c = circumferential; eq = equivalent 
K = filament Volume ratio; D = Flexural Modulus; G = shear modulus 
W = linear deflection; 9 = angular deflection; M = bending moment; 
Q = shearing force 
h = thickness; L = length of action;"V ■ poisson ratio 

*A11 output is non-dimensionalized by dividing by the pressure "P". 



TABLE 2.  LAP JOINT ANALYSIS (REF. fl 

N, 
f2.avg =r2 = 216Psi 

P-S .  1 cosh2x 
l.max     4  L    2l        J  sinhw L2 UJJi:2,avg 

" K £* = 13.6 £^ f 
2,avg 2,avg <-u 

2937.6 

,su 

then:    F.S.  = 

2, max 

5.5 
2.9 

-  2 

NOTE 

NxH 
I li 

t; 

]—N> 
La 

a = 

u 

l>{l^tanh[^(3(1-VN'/2l} 
2Ex t 

2(1-XXV)G2  1/2 
[ F    /%     ] = 6.75 

Ex to t 

.56 

where 

Nx = 646.6#/in 

L2 = 3" 

t2 = .002 

G2 = 75 Ksi 

t = .25 

Ex " 5.1 Msi 

Xxy : » .225 

I 

FSU= S500 psi 
2 r 

xy ~ vxy vyx 

a = adhesive 

f = apparent shear stress in a,avg        \f    . "      adhesive 

--s 
theoretical shear stress in 

a,max  adhesive 

,su 
F  = ultimate shear stress strength 
a   in adhesive 

USAF's "Advanced Composite Design Guide," (Volume 2) AD 916-680, 
Jan. 1973. 



FABRICATION 

The fiber glass bore evacuator was fabricated in three stages 

using pre-preg S-glass/epoxy roving. The winding was accomplished on 

a servo-controlled, programmable filament winding machine explained in 

detail in Reference 2. A constant tension of 6#/end was maintained as 

the winding tension. 

Stage 1 

This first operation called for the fabrication of the evacuator's 

end domes. This was accomplished on the mandrel shown in Figure 3. 

The dimensional and assembly drawings are shown in Figures 4 and 5. 

The uniqueness of this winding operation lies in the fact that the 

evacuator's O-ring slots were wound into the end domes. A continuous 

winding program was developed from "GEOD", which enabled on each pass, 

the placement of the fibers along side, up-over-down, and along side 

the split rings shown in Figure 3. This type of construction results 

in a groove which has much greater integrity, than one-built-in with 

only hoop windings or one that is machined in after fabrication.  In 

addition, this perturbed helical pattern provided the ± 45° angle, on 

the large diameter, needed for the bonding operation. 

2 
D'Andrea, G., Cullinan, R., "Development of: Design Analysis, 
Manufacturing, and Testing of the 81 mm XM73 Fiber Glass/Epoxy 
Recoilless Rifle," June 1974, WVT-TR-74014. 
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Figure 6 shows additional output which is received from "GEOD" 

along with every winding program. For this initial pattern, a 

schematic dimensional profile of the mandrel to be wound is shown in 

Figure 6a. Figure 6b shows the variation in the angle of wrap as the 

filament is wound along the length of the mandrel. 

The actual fabrication procedure called for one complete helical 

pattern (2 layers). Hoop layers were then added on both sides in the 

area of split rings to provide an even thickness, .250" above the top 

of the split ring. An additional hoop layer was wound across the top 

of the large diameter. 

A second helical winding program was developed to wrap the body of 

the mandrel. This concept is shown in Figure 7. Eleven helical 

patterns (22 layers) and a finishing hoop layer were wound to provide 

for a total thickness build-up of .250" at the large diameter. 

Figure 8a shows the schematic of the initial windings, which now 

become mandrel dimensions for this second program. Figure 8b is the 

variation in the wrap angle as the item is wound. 

The finish winding was rotated in the winder and gelled (200CF) 

for 2 hours. It was then placed in a 350oF oven for 3 hours to develop 

the final cure of the epoxy resin. 

After cure and cooling, the fiberglass was finished machined at 

both ends and a parting cut was made in the center of the large 

diameter. This resulted in two mirror-image domes which then could be 

removed from the mandrel as shown in Figure 3. 

11 
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The mandrel design, as shown in Figures 4 and 5^ called for three 

segments to make up the split ring. Each segment was held in place, 

on the mandrel, by internal screws.  In order to remove the fiber glass 

domes, these screws were removed and the split ring came out with the 

dome. The individual segments were then removed from the inside of the 

fiberglass domes, each having a perfectly formed O-ring groove. This 

groove with an O-ring in place, can be seen inside of the freed dome 

shown in Figure 3. 

Stage 2 

This second operation involved the fabrication of the evacuator 

body.  It called for the winding of a simple cylinder on the mandrel 

shown in Figure 9. The angle of wrap for this winding was ± 54°. 

Figure 10 gives the mandrel profile and the angle of wrap along the 

length of the cylinder. 

Nine helical patterns (18 layers) were wound.  In addition five 

hoop layers were interspaced to bring the cylinder to an O.D. of 

9.730". The gelling and curing of the resin was carried out in the 

same manner as explained in Stage 1. 

The cylinder was then machined to an O.D. of 9.714" for a 

length of 3.0" at each end. This value is .010" under the I.D.'s of 

the domes fabricated in Stage 1. This was to provide a .005" bond line 

between the domes and body, A slim cut was taken over the center 

portion to rough up the surface for future windings of Stage 3. Mandrel 

and cylinder are shown in Figure 11. 

15 



EVACURTOR  2   CCYLDi 
CENTER   BOSS   D[flr7.5l2 

:* 

_  

EYE   HT,   ABOVE  ftXlSr6.000 
EYE   Dli=IM£TER = 0.625 
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-1 1 I.      ,1 I I 1. . -J L J. _L-..-J I  

(0 + V)¥lOw^(l) 

FIGURE 9. Output from GEOD (Cylindrical Body) 
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The end domes were then bonded to the cylinder with an epoxy/ 

polyamide adhesive. 

Stage 3 

The final stage called for helical wrapping over the entire 

assembly. Although, as shown in the Design Section, the adhesive 

should be able to take the loads, this helical wrap was an additional 

safety factor and tied the structure together. 

The bonded assembly from Stage 2 was placed on the mandrel shown 

in Figure 12.  It was held in place on the mandrel by using actual 0- 

rings in the 0-ring groove. This provided enough friction to hold 

the assembly in place during winding. 

Three helical patterns were wound over the entire assembly. 

Figure 13 shows the mandrel dimensions and the angles of wrap. The 

resin was gelled and cured as mentioned above. 

The only machining required for this final end item was a finishing 

of the shoulders at both ends. A view of the final product is shown in 

Figure 14. 
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CONCLUSIONS 

1. The feasibility of fabricating a 105 mm M68 bore evacuator by 

the filament winding process has been demonstrated. Using a fiber 

glass/epoxy system, for equivalent strength, the estimated weight and 

cost savings as compared to a steel evacuator are 67% and 50% respec- 

tively. The developed design and fabrication methodology are adapt- 

able to the spectrum of bore evacuators. 

2. Materials analysis indicates acceptable resistance to the 

common weather and chemical environments such as: bore cleaner, diesel 

fuel, red oil, and propellant gases. 

3. Previous tests conducted on a similar structure (105 mm 
3 

thermal shroud ),indicate sufficient resistance to damage from (a) con- 

tact with trees and foilage under traveling modes and (b) rough han- 

dling during assembly and disassembly. 

4. To complete the demonstration of the feasibility of a filament 

wound fiber glass/epoxy bore evacuator, firing tests should be per- 

formed to access: 

1. Bore evacuator - tube surface gas leakage 

2. Performance over operational temperature range 

3. Effects of reduced mass on accuracy and dispersion 

•^'Andrea, G., et al, "105 mm M68 Thermal Shroud," November 1972, 
WVT-7249. 
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